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HONGLIN ELECTRONICS CO.,LTD
SAMPLE APPROVAL SHEET

NO：SP-0508119 Date: 2005.08.23

Supplier filling in here

Custormer
name

世明
Supplier's
Item NO.

KS-POWER
CORD

Item
No.

200-4954 Q'TY: 10PCS

Enclosing
data

□Approval Sheet_1_pcs □Drawing_ pcs □Shipment checked report__pcs □other

Custormer filling in here

Test Item    Test Result Equipment Remark

Please confirm the supplier's standard

1. The overfall plastic of PIN is less than the upper plastic shell of D-SUB, influencing electrical performance.
2. The upper shell of D-SUB is no more 0.3mm than the plane of outer molding.
3. The fall of PIN is less than 0.5mm, and around PIN don't influence mechanical performance.
4. The area of impurity in the outer molding is less than 0.5mm². The quantity of  impurity is less than 3EA in
    face, and less than 6EA in the side.
5.The request of plastic channel: the diameter of extruding less than 16.0mm, height less than 0.3mm, sunk
   depth  less than 0.5mm.
6. The request of cable nipped by mould: length less than 8mm, width less than 0.5mm, height less than
7. The protruding of thumb screw is no less than 3.7mm.
8. The fall of two thumb screws is no more than 0.5mm.
9. The gap of shell of D-SUB and outer molding is no more than 0.5mm.
10. The quantities of copper during mid-stripped  is 2pcs in each section, total is no more than 8pcs.
11. The distortion of terminals don't influence electrical performance.
12. No bare copper after the terminal is swung 3 times around.
13. No impurity in the HOUSING.
14. No miswire, terminals dropping,or assembling mistake.

□ I Agree   □ I Refuse

Customer's advice

Determine □OK       □N.G

Date: Approval:
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